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12.250 

(11/2017>)

D0836 LFL 79 (Euro 6c)

250 (184) @  2.300

6 / 6.871

24

Only Vehicles with A/C

Suction Discharge

TM 31
QP 31

- Can be fit in right hand drive
vehicles
- Only for vehicles WITH original
option MAN 120FF
- For vehicles not equipped with air
conditioning, select also the
crankshaft pulley P/N 1111110149

Without clutch pulley

2B Ø158

3.610 rpm

KB18028089

2018-08-14

12.250 

(11/2017>)

D0836 LFL 79 (Euro 6c)

250 (184) @  2.400

6 / 6.871

24

Vehicles with or without A/C

Suction Discharge

TM 21
QP 21

- Can be fit in right hand drive
vehicles
- Only for vehicles WITH original
option MAN Frigoblock

Without clutch pulley

8K Ø137

4.200 rpm

KB19058095

2019-05-29

12.250 

(11/2017>)

D0836 LFL 79 (Euro 6c)

250 (184) @  2.300

6 / 6.871

24

Vehicles with or without A/C

Suction Discharge

TM 31
QP 31

- Can be fit in right hand drive
vehicles
- Only for vehicles WITH original
option MAN Frigoblock

Without clutch pulley

8K Ø151

3.800 rpm

KB18068091

2018-07-30

RC2

(2010>)

D0836 LOH67 (Euro 6)
D0836 LOH66 (Euro 6)

250 (184) @  2.200
 290 (213) @  2.200

6 / 6.871

24

Only Vehicles without A/C

Suction Discharge

X-430

- Can be fit in right hand drive
vehicles
- Fittings not included in the kit
- In order to install an additional
alternator, it is required to get the
special option P/N 1140008068

Without clutch pulley

2B Ø204

1681 rpm

KB14128068X

2014-12-11

12.250 FOCL

(2010>)

D0836 LOH (Euro 5-6)

250 (184) @  2.300

6 / 6.871

24

Vehicles with or without A/C

Suction Discharge

TM 31

- Can be fit in right hand drive
vehicles
- Only for vehicles with  original
option MAN FF120.

Without clutch pulley

2B Ø158

3.610 rpm

KB13058049

2016-07-01


